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TOR-75D

Rotary Actuators
Model 75D

Output Torque 750Nm/Bar  WP 210 bar

Options Available • Fail-safe spring-return for valve operation
• Electronic position indication  
• Subsea duty
• Intermediate angles of rotation
• Alternative mounting styles     
• Male output shafts
• Pneumatic seals     
• Seals for special fluids 
• Fixed cushioning

1 Bar = 14.5lbf/in2 1Nm = 8.85lbf.in     Above Data Based on ISO Grade 32 Mineral Oil at 40ºC.

TOTAL ANGULAR ROTATION DEGREES (   º)
90º 180º 270º 360º

L 1280 1838 2396 2856
L/2 640 919 1198 1428
DISPL (cc) 15200 30400 45600 60800
WEIGHT (Kg) 810 947 1084 1220
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TORKAM

Pan & Tilt Unit
Specification

Specification 

Rotation 300º Pan, 120º Tilt Displacement 33.5cc Pan, 14.1 cc Tilt
Torque 0.7Nm/bar both axes Pressure 200 bar maximum
Weight 5Kg in water Dry weight 7Kg

Features 

Facility to route 1 or 2 electrical cables each with 15.5mm
diameter plug and up to 8 contacts through the hollow
body to minimise snagging during operation.  No drain 

line required.  No depth limitation.  Twin drive flanges
allow for various configurations of mounting brackets for
cameras and lights.  Optional built in flow restrictors.
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CAMERA & LIGHT
CABLE ENTRIES (4 OFF)

4 PORTS 1/8” NPT
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CABLE EXIT (2 OFF)
22 X 16

4 OFF MOUNTING
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300º 
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120º
ROTATION 4 HOLES Ø6 ON

52 PCD FOR CAMERA
MOUNTING BRACKETS




